Contec Oximeter
INSTRUCTIONS

This finger oximeter is for you to use overnight and return to Ezra Umarpeh to download the data.

Insert 2 AA batteries into the back of the machine.

Insert the probe into the machine.

Put the finger into the probe.

Press the power button and hold until it goes on.

Keep the finger steady.

Look at the screen and read the data.

To pause the alarm, press the alarm pause button on the left.
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Review

In review interface 1, the yellow line shows the SpO2 trend and the red line shows the PR trend.
Review Interface 2 shows the SpO2 and the PR value for each second. When the data exceeds the
limits set by the user, the value turns green.

1. To see the review, press the down button. You can press the menu button to switch
between the 2 reviews.
2. To move back or forward by one hour, press the down button. Then press the right or
left button.
3. To exit the review, press the up button
Clock

Press the right button to view the clock. Press the right button again to exit.

Menu

Press the menu button. You can then choose to adjust alarm, pulse sound indication, backlight,
data storage, ID function and clock function.

Press the up or down button to find the setting you wish to enter. Then press the right or left
button to adjust the setting, as explained below.

To exit the menu setting press menu.

Alarm limit
Press the up or down button to choose which setting you want to change. Press the left or right
button to adjust the data.

Alarm on / off
Use the left and right button to put the alarm on and off.
Pulse sound



Press the right or left button to put the sound of the heartbeat on or off.

Backlight Adjustment
Press the right or left button to adjust the brightness of the screen.

Data Storage Setting

This device has the ability to store 24 hours worth of data. It can then be brought to Ezra Umarpeh
to download onto the computer and print reports.

When recording data during the night, ensure that the probe is secured in the machine, possibly
using tape so that it does not become disconnected during the night.

Select record. The screen will show ‘you will recover the memory! Are you sure? Use the right or
left button to change the setting to yes or no. Yes means you will start recording.

Important: once you begin recording, you will automatically delete any previously recorded data.
Then press the menu button.

The device will begin recording. You will see REC flash up in red, as well as a red dot. After 30
seconds, the screen will go blank. Pressing any button will cause REC to flash and then the screen
will go blank once again

When the storage space is full, the screen will display ‘memory is full’ and then shut down. When
the machine is put on once again, it will display ‘memory is full’ again. Press any button (besides
power) to return to the normal look.

To stop recording before the memory is full, on the menu select ‘record’. The screen will show ‘you
will stop recording? Are you sure? Use the right and left buttons to select yes.

Clock Setting

When you enter the clock setting, the top of the screen will show ‘set time no’. Change it to yes by
pressing the left or right button.

Press the up or down button to select the setting you wish to change and press the right or left
button to change it.

When you have finished changing the settings, select ‘set time’ and put it back on ‘no’.

To leave the clock setting, press the menu button. The screen will show the new time and then
return to menu.

Warnings:

It may be uncomfortable to apply to the same finger for over 2 hours.

Do not stare at the light.

The fingernail should not be too long.

Do not place the oiximeter near water or dust or at extreme temperatures.

Kindly return all equipment to Ezra Umarpeh in a clean condition. You will find the ‘due back date’
printed on the loan agreement. If this item is needed for a longer period of time, please contact us.



